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LIGHT SOURCE
37 high power RGBW LEDs
50.000 hours life time

OPTICAL SYSTEM
Motorized zoom system 
with 7° to 50° beam angle 
Ultra fast zoom
Optional beam-shaper
Quad color LED’s

MOVEMENT
8 or 16 bit resolution
Position feedback
Maximum speed:
660° pan in 2 sec
260° tilt in 1 sec
High precision 3 phase 
stepping motor control

SHUTTER / DIMMER
Continuous dimmer 0-100%
Variable speed 
strobe of 1-10 Hz.
Random strobe effect
Pulse effects

CONTROL
DMX-512 protocol
Pixel control options:
- Macro operation 
- pattern mode
- Free control of every 
pixel, color and intensity 
Very quiet temperature 
controlled ventilation system
Internal color presets, 
and variable CTO control 
from 2,700K - 10,000K
Backlit graphic LCD menu 
with
4 illuminated buttons
Battery operation of menu
Over-temperature protection
Color calibration feature

POWER SUPPLY
Power consumption: 
900VA (Watt)
Power input: Auto sensing 
100-240 VAC / 50-60Hz
Fuse protection: 
Microfuse 20mm, T 5A

TECHNICAL DATA*

CONNECTORS
DMX: XLR 5 pin
Mains: Neutrik Powercon

OPERATING CONDITIONS
Maximum ambient 
temperature: 113°F / 45°C

MOUNTING OPTIONS
Omega bracket attachment
2 attachment points 
for safety wires
Upright: Floor stand 
(supplied) with brackets 
for ratchet strap
Hanging: M10 socket for half 
coupler, or other clamp

SHIPPING
Cardboard box
2 way tourpack complete 
with half couplers 
and fl ight case

HOUSING COLORS
Standard colors are 
black, silver & white.
For other colors please 
contact sales department.

DIMENSIONS
Length x width x height 
(head vertical): 
16.9 x 7.3 x 20.9 in /
430 x 185 x 530 mm

NET WEIGHT
34.4 lbs / 15.6 kg

The impression X4 L features 37 RGBW LED’s and offers full pixel mapping for ultimate graphical effects. But it doesn’t stop 
there, as the X4 L also offers a super fast 7:1 degree zoom from 7° to 50°; an indexing front accessory allowing for placement 
of beam shapers and similar options; smooth full range dimming with no color shift, all supported by the high output 15W LED 
sources that form the fi xtures engine. To complement this great feature set, the impression X4 L also brings full range 16 bit pan 
and tilt movement, electronic strobe functionality, variable color temperature correction control, and very quiet operation, 
all in the sleek baseless design that has become a synonymous part of the GLP impression product range.


